





Heat Generation on Screwed Electric Contacts (1) 
Hiroyasu SHINGU， Tsukasa T AKAHASHI and Tetsuo SUMI 
Heat generation on screwed electric contacts is considered to have a posibility to cause a 
fire. In relation to the heat generation， there are lots of phenomena such as loosening of screw， 
oxidation on contacts and growth of a hot zone in the junction composed of cuprous oxide. This 
paper gives basic data obtained through experiments related to mentioned phenomena and also 
























































第 I 期 8mm世 銅， 7 -3黄鍋
平形コード用プラグ(松下WH
4415) 
第 I 期 2mm中 銅，黄銅，鉄，アルミ
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図8 図 7のA固 B園 Cにおける電圧および電流波形(60Hz)





はゆっくりと増加させただけて、ある。図 7中のA点， B 
点， c点附近に対応する接続部の電圧波形および電流波
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図14 ホットゾーン維持ド限定流











~ 木くす 事氏 砂糖 ヒニ ノレ ナイ(ラワン) 線被ふく ロン
実験結果 発火 発火 発火 発火せず 発火
発火点(C) 230~260 230 350 450 500 
電源条件 電源電圧 100 V 































































































電気学会資料， ES83-1 ~ 3， 1983. 
2) R. Holm: Electric Contacts， 4th Ed， 1967. 
3)高橋，新宮，鷲見.ねじ締めによる導体接続部の発
熱に関する研究，昭和58年電気関係学会東海支部連
合大会論文集， 263。
〔受理昭和59年 1月17日)
